
PRODUCT DESCRIPTION 
3512 Fabric Banner Plus FR  AQ is 11 mil, block
out, NFPA 701 certified, ultra durable, water resistant
banner. The NFPA standard is a measure of flame
propagation for textiles and films and is typically
applied to curtains, draperies, and other hanging 
textiles. The broad color gamut achieved with Fabric
Banner Plus’ unique coating combined with its
block out backing makes it the perfect choice for
free hanging displays or high quality roll-up
systems.

3512
Fabric Banner Plus FR  AQ  11 mil

• NFPA 701 Certified

Basis Weight                              275 g/m²

 Whiteness                                    80

*All values listed are target values

  

• Indoor / Outdoor Banners, Textile Printing with Aqueous
   and Latex Printer
• Fire Retardant roll-ups, free hanging, and other Décor
   Concerts, Trade Shows, Banks, Hospitals

• Water, Scratch, Tear Resistant

• Can be sewn and fitted with grommets

• Lay Flat / Good Flexibility

  

ADVANTAGES

  

PHYSICAL PROPERTIES

• Available widths: 36”/ 42”/ 54” -  3“ core

  

  

APPLICATIONS

ADDITIONAL INFORMATION

11 mil repilaC

• For additional product information please call 1-800-366-7393
   or visit our website www.sihlinc.com where you can also find an authorized Sihl reseller near you.

TECHNOLOGIES
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Opacity                                        >99%
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